
Chapter 1 – Introduction 
 
The Cubix Blade system consists of Cubix Blade Servers and the BladeStation 
enclosure (see the illustration below).  At the heart of the system is the Blade 
Server.  At the heart of the system is the Blade Server.  It features one or two 
Intel® Xeon processors with up to 8GBytes of memory or one Pentium® 4 
processor with up to 4GBytes of memory.  BladeStation is a 6U rack mount 
enclosure that features redundant, hot-
swap power supplies and hot-swap fans. 
 
Blade Servers are available in a 
singlewide or a doublewide product line.  
The singlewide line provides a single, PCI 
expansion slot and up to two ATA drives.  
The doublewide line is twice the width 
of singlewide and provides up to four 
PCI slots or multiple RAID drives. 
 
Blade Servers are also available in four models: SP1, SL1, XP4 and XL4.  The 
SP1 and XP4 provide 3.3Volt PCI slots for 64-bit, high-speed data transfer.  The 
SL1 and XL4 provide 5Volt PCI slots for supporting 32-bit, legacy adapters.  See 
the following table: 
 

Blade Intel® Available PCI slots x Voltage 
Model Chipset Processor Singlewide Doublewide 
XP4 E7501 Xeon™ 1 x 3.3V 0, 1 or 4 x 3.3V 
XL4 E7501 Xeon™ 1 x 5V 1 or 4 x 5V 
SP1 865GV Pentium® 4 1 x 3.3V 2 or 4 x 3.3V 
SL1 865GV Pentium® 4 1 x 5V 2 or 4 x 5V 
Note: Drive options appear in Chapter 5 and Chapter 6 of this Guide. 

 
With redundant AC power supplies, BladeStation supports six singlewide or three 
doublewide Blade Servers.  You can mix singlewide and doublewide Blade 
Servers within the same BladeStation. 
 
BladeStation is 6U high, so up to seven enclosures can fit in 42U of rack space.  
This means that as many as 42 x singlewide Blade Servers, or as many as 21 x 
doublewide Blade Servers can fit in a single rack mount cabinet installed in a 
computer room with 220VAC power. 
 

BladeStation with six singlewide Blade 
Servers and two AC power supplies 
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You can remove a singlewide Blade Server from the BladePoint enclosure and 
install it in BladeStation or vice-versa.  For details about Cubix BladePoint, which 
supports only one, singlewide Blade Server, call your Cubix Sales 
Representative at 800.829.0550 or see the Cubix Web site at  
http://www.cubix.com/products/enclosures/bpntenclosure.html. 
 
 
Go to Chapter 2 — BladeStation Enclosure 
 
or 
 
Return to Table of Contents 
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